67200-93J23
deluxe dual binnacle control box

deluxe dual binnacle
control box kit

Deluxe Dual Binnacle Control Box includes the same
features as the Single Binnacle Control Box, plus a unique
base mounted PTT system allowing you to trim the motors
individually then adjust them together for maximum
performance. Kit includes items listed. *Main Wiring
Harness must be ordered separately.

67000-93J14* Dual Binnacle Control Box
Kit — Includes:
37100-96J11 Dual Ignition Switch with
Emergency Stop
38500-93J00 Warning Buzzers (2)
67200-93J23 Deluxe Dual Binnacle

Control Box Assembly

67200-93J13

67200-93J30
deluxe flush mount control box

deluxe single binnacle control box

deluxe single binnacle
control box kit

Deluxe single Binnacle Control Box uses a convenient
thumb-operated power trim and tilt switch, push-button
shifting disengagement for faster warm ups and built-in
neutral safety switch. Kit includes items listed. *Main
Wiring Harness must be ordered separately.

67000-93J04* Single Binnacle Control
Box Kit - includes:
37100-96J23 Ignition Switch Panel with

Emergency Stop and
Warning Buzzer Assembly

67200-93J13 Deluxe Single Binnacle Control
Box Assembly

deluxe flush mount binnacle
control box kit

Suzuki’s top quality Flush Mount Control Box features
include a smooth action, thumb control power trim and tilt
switch, a push button to disengage the shifting for faster
warm-ups and a built in neutral safety switch. Reversible
for left hand installations. Kit includes items listed. *Main
Wiring Harness must be ordered separately.

67000-93J21* Flush Mount Binnacle Control Box
Kit — Includes:
37100-96J20 Ignition Switch Panel with

Emergency Stop and
Warning Buzzer Assembly

67200-93J30 Deluxe Flush Mount Control Box




67500-93J00
single binnacle control box spacer

o
67500-93J10 #
dual binnacle control box spacer

replacement control boxes

67200-93J13 Single Binnacle Control Box ‘05 — later
67200-93J23 Dual Binnacle Control Box ‘05 — later
67200-93J30 Flush Mount Control Box ‘05 — later

miscellaneous components

38500-93J00 Warning Buzzer. Replacement
Warning Buzzer for DF models.
36620-93J20 Control Box Adaptor.

Adapts 2005+ model control box
with square connector to 2004 and
earlier motors with round connector.

36620-93J30 Wire Harness Adaptor.
Adapts 2005+ model engine with
square connector to 2004 and earlier
harness with round connector.

67500-93J00 Single Binnacle Control Box Spacer

67500-93J10 Dual Binnacle Control Box Spacer

67200-93J03
side mount control box

side mount control box kits

Side Mount Control Boxes can be tailored to your needs.
Standard features include a fast idle lever for easy warm-
ups, a key-type ignition switch, an emergency stop switch
and a 21’ wiring harness.
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67200-93J03* DF40/50 ‘05-10
DF40A/50A/60A ‘10 - later
DF60/70 ‘05-10
DF70A/80A/90A ‘10 - later
DF90/115/140 ‘05 — later
DF150/175 ‘06 — later
DF200/225/250 ‘05 — later

67200-91J01 DF4/6 ‘03-10
67200-89E32 DF9.9/15 ‘97 - ‘04
67200-94J12** DF9.9/15 ‘05-10
DF8A/9.9A 10 — later
DF25 V-Twin ‘06 — later
67200-99E52 DF25/30 ‘00 - ‘04
67200-94J12% DF25/30 ‘05-08
67200-99E53 DF40/50 ‘99 - ‘04
DF60/70 ‘98 - ‘04
DF90/115/140 ‘01-04
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*Requires  36620-93J01: 21’ Main Wire Harness,
36620-93J51: 16" Main Wire Harness,
36620-93J61: 26* Main Wire Harness.

** Requires 36620-94J01: Main Harness
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37100-96J00 37805-93J00 37803-93J03
single engine switch panel 8 PTT switch panel emergency stop switch panel
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37100-96J10
dual ignition and emergency
stop switch panel
37100-96J23

single ignition and emergency
stop switch panel




990C0-20000
replacement lanyard

37100-96J00

switch panels assemblies

Genuine Suzuki Switch Panel assemblies are designed
to match and connect with other Suzuki components for
easy installation and trouble-free operation.

Single Engine Ignition Switch
Panel Assembly. Includes wiring
and hardware.

37100-96J10

Dual Engine Ignition and Emergency
Stop Switch Panel Assembly.
Includes wiring, hardware and stop
switch lanyard.

37100-96J23

Single Engine Ignition and
Emergency Stop Switch Panel
Assembly. Includes wiring, hardware
and stop switch lanyard.

37803-93J03

Emergency Stop Switch Panel
Assembly. Includes wiring,
hardware and lanyard.

37805-93J00

P.T.T. Switch Panel Assembly.
Includes wiring and hardware.

990C0-20010
thru-hull fitting and hose kit

67300-93J00
adapter kit

-

~ Black HDPE super

- though casing

0il tempered reinforced
lay wire for high
strength and flexibility

]

Heavy-duty HDPE Splined core for £
inner liner for minimal  high efficiency and
drag and long life minimal backflash

suzuki performance remote control cables

replacement lanyard

Emergency Stop Switch Lanyard.

990C0-20000 Replacement Lanyard.

wiring harness (not shown)

Main Wiring Harness. Order length as needed for
rigging applications.

36620-93J52 16’ Wiring Harness

36620-93J02 21’ Wiring Harness

36620-93J62 26’ Wiring Harness

36620-93J10 6’ Wiring Harness Extension

36620-93J40 10’ Wiring Harness Extension

battery isolator lead set
Used for charging auxiliary battery.
33830-96J00 DF150/175

33830-98J01 DF300

replacement ignition keys (not shown)

37141-99EA0  KEY (941 37141-99E40  KEY (935

thru-hull fitting and hose kit
2006-2011 models*

Thru-Hull fitting and Hose kit can handle single, dual and
triple motor installations. One kit is necessary for each
motor used.
990C0-20010

Kit Includes:
1 - Fuel Hose Port

Kit for 2006 — later Models

1 -4’ Black Hose

1 —2” Thru-Hull Fitting

2 — Stainless Steel Bolts and Nuts

Adapter Kit

67300-93J00** DF150/175/200/225/250/300
67300-90J00** DF70A/80A/90A/100/115/140
*NOTE: Will not fit 2004-2005 DF Motors.

When attaching the rigging tube to the motor, an **Adapter Kit is also
required for each motor.

suzuki performance remote
control cables

Suzuki Performance Cables have a unique design that
incorporates a patent-pending splined core. Ridges on
the core to allow a close fit to the cable’s inner liner with
minimum contact, allowing the core to glide back and
forth smoothly. All cables are factory tested and approved
for heavy use applications. Order cable length as needed.
99105-11001-008 & 99105-11001-020 20’
99105-11001-009 9’ 99105-11001-021 21
99105-11001-010 10’ 99105-11001-022 22’
99105-11001-011 11 99105-11001-023 23’
99105-11001-012 12’ 99105-11001-024 24’
99105-11001-013 13’ 99105-11001-025 25’
99105-11001-014 14’ 99105-11001-026 26’

37141-99EBO  KEY (942 37141-99E50  KEY (936

99105-11001-015 15’ 99105-11001-027 27’

99105-11001-016 16’ 99105-11001-028 28’

37141-99E10  KEY 37141-99E70  KEY (938

99105-11001-017 17’ 99105-11001-029 29’

37141-99E20  KEY (933 37141-99E80  KEY (939

99105-11001-018 18’ 99105-11001-030 30’

(941) )
(942) )
37141-99E00  KEY (931) 37141-99E60  KEY (937)
(932) )
(933) )
(934) )

37141-99E30  KEY (934 37141-99E90  KEY (940

99105-11001-019 19’
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